Pin brazing or
exothermic welding
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~—|(11): Cable HO7V-R 16mm>
ELEMKO code 64 26 216

Pipe
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(Use for "T" connection

' Detail A

(1&1.1): St/tZn clamp with stainless steel screws , T
ELEMKO code 62 61 810 tested according :
IEC EN 62561 - 1, type H, 100kA, B1+B4,B2
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Detail G

(Use for extension conductor)

(7):St/eCu @17x1500mm
earth rod with minimum

DC Tron 25

A

ELEMKO

Detail B

(2) Expander cathodic protection
DCTron ELEMKO code 66 03 000

= Detail C
|/

(3): Cu-A earth electrode clamp,
ELEMKO code 63 30 117
tested according IEC EN
62561 - 1

Detail D

ELEMKO code 63 30 017
tested according IEC EN
62561 - 1

(Use for"T" connection)

Detail E

(Use for extension conductor)

(5 & 5.1): Cu/eSn clamp with stainless steel screws ,
ELEMKO code 62 61 837 tested according
IEC EN 62561 - 1, type H, 100kA, B1+B4,B2

Detail H

(8):Cu/eSn equipotential earthing bar ELEMKO code
66 20 004 tested according IEC EN 62561 - 1, (9) press
terminal for cable 25 mm? ELEMKO code 65 22 025 and
(10) Cable HO7V-R 25mm? ELEMKO code 64 26 225

Detail |
(12): Copper (Cu) stranded conductor
50mm? ELEMKO code 64 20 108 tested
according IEC EN 62561 - 2

/4

o=
A ELEMKO

FIRST ISSUED November 2019

Title:

(4): Cu-A coupler for earth rod

R coating thickness 254um
% ELEMKO code 63 21 715

Detail F
(6): St/eCu P17x3000mm
earth rod with minimum
coating thickness 254um
ELEMKO code 63 21 730
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